
 EE3101  Communication Engineering 

 Tutorial 5 

 
(1) Determine the minimum baseband without ISI for the 

following systems: 
(a) 100Mb/s with 2 levels. 
(b) 140Mb/s with 16 levels.   

 
(2) If a proper raised cosine filter with excess bandwidth of 30% 

(i.e. α=0.3) is used for a 45Mb/s system with 2-level discrete 
impulses, what are 
(a)  the 6dB bandwidth (i.e. the frequency that the output 

signal amplitude is reduced by half),  and 
(b)  the 100% power bandwidth?  

 
(3) Evaluate the PSD of On-Off Keying, BPSK and QPSK 

systems.  
 

Background 
 

A bandpass waveform can be represented as: 
ሻݐሺݒ ൌ ܴ݁ሼ݃ሺݐሻ expሺ݆2ߨ ௖݂ݐሻሽ 

 

  where ݃ሺݐሻ  is the baseband signal and ௖݂ is the carrier 
frequency.  The power spectrum density, Pv(f), of the 
waveform is: 
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where Pg is the power spectrum density of g(t) 
 

Evaluate the power spectrum density at the modulator output of 
the following: 
 

(a) On-Off Keying,  
(b) BPSK,  and  
(c) QPSK. 


