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No parameters available from datasheet to work on (a) 

 

NMH = VOH  VIH 

NML = VIL  VOL 

 

For 2V and IO = 50A : NMH = 1.9  1.5 = 0.4V 

     NML = 0.5  0.1 = 0.4V 

 

For 3V and IO = 50A : NMH = 2.9  2.1 = 0.8V 

     NML = 0.9  0.1 = 0.8V 

 

Comment: the noise margins for different supply voltage are different. 

 

 

For 3V and IO = 50A : NMH = 2.9  2.1 = 0.8V 

     NML = 0.9  0.1 = 0.8V 

 

For 3V and IO = 4mA : NMH = 2.58  2.1 = 0.48V 

     NML = 0.9  0.36 = 0.54V 

 

Comment: the noise margins for the same supply voltage but with different load current are also 

different. 
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(i) 74HCT interface to 74F 

 

 NMH = 4.9  2 = 2.9V 

 NML = 0.8  0.1 = 0.7V 

 

 Fan-out (H): 4mA/20A = 200 

 Fan-out (L): 4mA/0.6mA = 6 

  Fan-out = 6 

(ii) 74F interface to 74HCT  

 

 NMH = 2.7  2 = 0.7V 

 NML = 0.8  0.5 = 0.3V 

 

 Fan-out (H): 1mA/1A = 100 

 Fan-out (L): 20mA/1A = 20000 

  Fan-out = 100 

 

HCT is CMOS device and it draws very little current and thus the fan-out is a very large number 

 

 

 

 


