
 EE3101  Communication Engineering 

 Tutorial 4 
 
(1) Consider the waveforms in Fig.1a are used to transmit binary 

signals and an receiver in Fig.1b is used for signal detection.  
(a) Assume that the reference signal B  and B is a non-zero 

constant, show that the probability of error is: 
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(b) Is the receiver in (a) an optimum receiver? Why? 
(c) Choose an optimum reference signal   for the receiver in 

Fig.1b and then derive the probability of bit error ஻ܲ in terms 

of 
ா್
ேబ

. Hence evaluate ஻ܲ  for 
ா್
ேబ
ൌ ܤ12݀  by using the 
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Fig.1a Waveform Representation for Binary “1” and “0” 
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Fig.1b Block Diagram of a Digital Communication System 

  
Choose “1” if x(Tb)>0 
Choose “0” otherwise 
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(2) If the reference signal in Section 1.7.1 is replaced by a 
constant B, derive the bit error probability PB in terms of 
Eb/N0  for the Unipolar NRZ signal. 

 
(3) Use the same receiver block diagram as in (2) and with the 

reference signal equals B, derive the bit error probability 
PB in terms of Eb/N0 for the Bipolar NRZ signal (i.e. NRZ-
L).  

 
(4) Use the block diagram of the receiver as in Section 1.7.2, 

derive the bit error probability PB in terms of  Eb/N0  for 
the Unipolar NRZ signal. 

 
 
 


