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EE3124 Assignment 2  

 

 

Name:       Student No.: 

------------------------------------------------------------------------------------------------------------ 

 

Q1 – Specify the differences between Synchronous Motor and Asynchronous (Induction) 

Motor. (5 pts) 

 

 

 

Q2 – How many major starting techniques for the starting single phase induction motors? 

And briefly explain the reason why the capacitor start and run motors can help to produce 

the start torque. (5 pts) 

 

 

Q3 – A 230-V, 50 Hz, two-pole synchronous motor draws 40 A from the line at unity 

power factor and full load. Assuming that the motor is lossless, answer the following 

questions: 

(a) What is the output torque of this motor? Express the answer in newton-meters. (4 pts) 

(b) What must be done to change the power factor to 0.85 leading? Explain your answer, 

using phasor diagrams. (4 pts) 

(c) What will the magnitude of the line current be if the power factor is adjusted to 0.85 

leading? (2 pts) 

 

 

Q4 - A 13.8-kV, 50-MVA, 0.9-power-factor-lagging, 60-Hz, four-pole Y-connected 

synchronous generator has a synchronous reactance of 2.5 Ω and an armature resistance of 

0.2 Ω. At 60 Hz, its friction and windage losses are 1 MW, and its core losses are 1.5 MW. 

The field circuit has a DC voltage of 120 V, and the maximum IF is 10 A. The current of 

the field circuit is adjustable over the range from 0 to 10 A. The OCC of this generator is 

shown as follows. (30 pts) 
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(a) How much field current is required to make the terminal voltage VT (or line voltage VL) 

equal to 13.8 kV when the generator is running at no load? 

(b) What is the internal generated voltage EA of this machine at rated conditions?  

(c) What is the phase voltage Vφof this generator at rated conditions? 

(d) How much field current is required to make the terminal voltage VT equal to 13.8 kV 

when the generator is running at rated conditions? 

(e) Suppose that this generator is running at rated conditions, and then the load is removed 

without changing the field current. What would the terminal voltage of the generator be? 

(f) How much steady-state power and torque must the generator’s prime mover be capable 

of supplying to handle the rated conditions? 

 

 

Q5 - A 480-V, 60 Hz, 298.4 Kw, 0.8-PF-leading eight-pole ∆-connected synchronous 

motor has a synchronous reactance of 0.6 Ω and negligible armature resistance. Ignore its 

friction, windage, and core losses for the purposes of this problem. Assume that |EA| is 

directly proportional to the field current IF (in other words, assume that the motor operates 

in the linear part of the magnetization curve), and that EA = 480 V when IF = 4 A. When 

the motor is operating at rated conditions. (20 pts) 

(a) What are the magnitudes and angles of EA, IA and IF? 

(b) Suppose the load is removed from the motor. What are the magnitudes and angles of  

EA, IA now? 
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Q6 - A 208-V four-pole 60-Hz Y-connected wound-rotor induction motor is rated at 30 hp. 

Its equivalent circuit components are 

R1 = 0.100   R2 = 0.070   XM = 10.0  

X1 = 0.210   X2 = 0.210   

Pmech = 500 W Pcore = 400 W  Pmisc ≈0   

For a slip of 0.05, find 

(a) The line current IL (5 pts) 

(b) The stator copper losses PSCL (5 pts) 

(c) The air-gap power PAG (5 pts) 

(d) The power converted from electrical to mechanical form Pconv (5 pts) 

(e) The induced torque τind  (5 pts) 

(f) The load torque τload (5 pts) 

(g) The overall machine efficiency (5 pts) 

(h) The motor speed in revolutions per minute and radians per second. (5 pts) 

(Any correct 6 answers will have full score)                        (30 pts) 

 

 

 

 

 

 


