EE3101 Tutorial 8 Solutions
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log, 16
Minimum TX Bandwidth = 22.5MHz.

(1) (a) symbol rate = =22.5MSymbol/s

6
%, 1.e. log,M >54
X

M =64 since log, M should be an integer.
= 64QAM

135x106

(c) log,M =z ———-,1ie.log,M =7.29
1.35

M = 256 since log, M should be an integer.
= 256QAM

(b) log, M >
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(a) The average signal level for signal point i is:
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The distance between the constellation point (i.e. signal point in (a)) and the
decision threshold is 2E/2=E, i.e. the probability of error for the constellation
points i=2 to M —1 is:
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The probability of error for the constellation points i=1and i=M 1is:
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The total average probability of symbol error is:
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(b) The average symbol energy is:
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(¢) (1) To minimize the transmission power,
dE,
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(3)  The symbol error prob for M-QAM is: Ps_yqam = 4(1 — 7=)Q[ /(l;wf—nzvz]

The symbol error prob for M-PSK is: Ps_ypsx = 2Q] /ZE”_;M sin (%)]
0

As shown in (2), the symbol error prob for the M-ASK is:
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As the symbol error mainly depends on X value in Q(X), a 10% decrease in x will at
least double Pg value (for M > 16 and Pg < 1072). For example, Q(3.719) = 1074,
Q(3.540) = 2x107*, Q(3.719x0.9) = 4.1x10~*. Thus, for a given P for all three
systems,
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This is the reason that at 16 level or above, M-QAM is preferable than M-PSK.
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i.e. PMASK(dB)~PMPSK(dB) + SdB



(4) Consider the autocorrelation for impulses at I-channel:
Ro = (=2.8A)20.25 + (=A)? 0.25 + (+A)? 0.25 + (+2.8A)?0.25 = 4.42 A>

for r= 0,
Ri= (—2.8A)(2.8A)(0.25)* + (-2.8A)(A)(0.25)* + (-2.8A)(-A)(0.25)?

+(—2.8A)(-2.8A)(0.25)* + (—A)( 2.8A) (0.25)* + (—A)(A) (0.25)* + (-A)(-A) (0.25)*
+H(—A)(—2.8A)(0.25)* + ...

=0
Or, since the symbols are uncorrelated (the positive terms will be balanced out by the

negative terms) R =0

. 1 v . 4.424°
ie. P(w) = ;Zrz_m R, exp(—jrwT) = .
H(e) = T sin(wT /2)

ol /2

T=T,log16 = 4T,
S(@) 5 H(®)|* P(e)

D> S, (w)=17.68AT, sin’>(2aT,)/(2aT,)’
Similar for the Q-channel, S, (w)=17.68 AT, sin’(2wT,)/2wT,)’

Since the effect of the carrier is to provide a frequency translation, and the two carriers
[sin(wt) and cos(wt)] are orthogonal and the data are random. The overall psd at

modulator output is:
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S(w)=2 X % X 17.68A°T, { )

S(w)=8.84AT, {




