Block D Unit 1 Outline

1) Semiconductor materials (eg. silicon)
» Intrinsic and extrinsic semiconductors
2) How a p-n junction works (basis of diodes)
3) Large signal models
» |deal diode model
» Offset diode model
4) Finding the operating point
5) Application of diodes in rectification
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Electrical Materials

Insulators

Electrons are bound to the nucleus and are O — O - O

therefore not free to move | | |

With no free electrons, conduction cannot occur Q —_ Q —_ O
I I I

Conductors O —_ Q —_ O

Sea of free electrons not bound to the atoms
Ample availability of free electrons allows for secccccccsen

electrical conduction oo oo o
:O ° OO ° OO °

Semiconductors

Electrons are bound to the nucleus but vacancies are Electrons: mobile negative
created due to thermal excitation charge carriers

Electrical conduction occurs through positive (called Holes: mobile positive charge
holes) and negative (electrons) charge carriers carriers
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Intrinsic semiconductors and conduction
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The net effect is a hole
moving to the right

A vacancy (or hole) is created
whenever a free electron leaves
the structure.

This “hole” can move around
the lattice if other electrons
replace the free electron.
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Each Si atom has 4
valence electrons and
contributes 1 electron
per bond

Each bond is formed
by two electrons, 1
from each atom

Silicon (Si) is the dominant semiconductor material used in
the electronics industry. In 1 m?3 of Si, there are ~1028 atoms.
Among these 1028, there will be about 1.5*10% vacancies at
room temperature. This is known as the intrinsic carrier
concentration: n, = 1.5*10% electrons/m3. This corresponds
to 1 free electron for every 1012 atoms.

For intrinsic Si, no. of electrons = no. of holes
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Extrinsic semiconductors

Intrinsic semiconductors:
Netectrons = Nholes (€QUal concentrations)

Extrinsic semiconductors:
Greater concentration of one type of carrier over the other

N-type semiconductor P-type semiconductor
nelectrons >> nholes r]holes >> nelectrons
(Mostly negative charge (Mostly positive charge
carriers) carriers)
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Doping to form extrinsic semiconductors

A semiconductor material that has been subjected to the doping process is
called an extrinsic material. Both n-type and p-type materials are formed by
adding a predetermined number of impurity atoms to a silicon base.

N-type extrinsic material P-type extrinsic material
P : p-typ
- oL e
3
o
Donor atnm The 5th valence electron \
is not involved in bonding Acceptor 2 4
Electron vacancy
‘ atom . L]

creates a positive hole

An n-type material is created by introducing impurity elements that have five
valence electrons. In an n-type material, electrons are the majority carriers.

An p-type material is created by introducing impurity elements that have three
valence electrons. In a p-type material, holes are the majority carriers.

This process is called DOPING
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pP-n Junction
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The p-side depletion region 1s negatively The n-side depletion region is positively
charged because its holes have recombined charged because its free electrons have
with free electrons from the n side recombined with holes from the p side

-
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Anode Cathode

The pn junction forms the basis of the semiconductor diode.

Within the depletion region, no free carriers exist since the holes and electrons at
the interface between the p-type and n-type recombine.
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Biasing and Conventions

Copyright@The McGraw-Hill Companies, Inc.

B e Diode begins to conduct a significant amount
of current: Voltage V, is typically around 0.7V
* P e ip A
VD = Vs .
_ n + Reverse i
——breakdown—
ip=—lIo region i - Ri\:tll‘iw
i reg i£)11 Forward
(a) Reverse-biased l hll.lr-i e
pn junction B 'r"yi | region
& -1 ' Vy VD
| ’ i Anode
I Complete i-v curve of a l ip
+ P + i semiconductor diode i 1-:)
D = ¥ I | =
_| n _ i i

ip=14=—lo=14 | | Cathode
Vp: Voltage of anode relative to cathode

(b) Forward-biased
pn junction

I5: Current flowing from anode to cathode
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Diode Symbol and Operation

Forward-biased
Current (Large) — Cathode

Anode +<— Reverse-biased
Current (~Zero)

Ip

D
+l14- L+
il 11

Forward Biased: Reverse Biased:

Diode conducts Little or no current
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PN diode depletion region

When no voltage is applied across the diode

Forward biased: Reverse biased:

Anode at higher voltage than cathode Anode at lower voltage than cathode
Depletion width |, | barrier for majority Depletion width 1, 1 barrier for majority
carriers to move across the depletion region carriers to move across the depletion region
Large conduction current Very small leakage current
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Analyzing circuits with diodes by equations

Tedious: requires numerical methods

+Vp - I To find V| where V; and R; are known,
N First apply KVL around the loop:
<+> y . \7 V=V + R{lp, V- and Ry are known
! T="=r Then use the diode equation:

I =1, [exp(eV/KT) - 1], I, is known
At T = 300K, kT/e = 256mV

We then need to solve these two simultaneous equations,
which is not trivial. The other alternative is to use the
graphical method to find the value of I and V (next slide)
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Analyzing circuits with diodes by graphs

Plot of diode current vs diode voltage
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__________ Q point (Ig, Vo) _ o
Operating point Is where

the load line & I-V curve
of the diode intersect
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Diode circuit large signal models

1) Large-signal models a
to analyze circuits wit

re a quick and fast alternative
n diodes

» Graphs (complicated with more components)

» Equations (write coo

es to solve)

2) Large signal models are approximations:
describing the device behavior for large changes in

voltages & currents

3) Two types of large signal models for this course
(both based on a switch or ON/OFF concept):

» ldeal diode model
» Offset diode model
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|deal diode model
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in, mA |
15§ Actual diode o
- i
characteristic + i
. w\/ —
VD e -
10 = i
- @
Approximation
(thick line) Circuit models for _
5F vp = 0 (short) and Symbu_l for
vp < 0 (open) ideal diode
.LJ | | | e

@ = B 8 my In other words, diode is
p > 0 Shorteircuit _~ treated like a switch here

Vp < 0: Open circuit
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|deal diode model

CASE 1 CASE 2
. va;j oo T Eesma s H;D — o
+ /ﬁ\ .3 +
15V — .J én@ 1.5V — glkﬂ 1.5V — gle
- 1‘1‘)‘/ - Ip - lp
Circuit containing Circuit assuming that the Circuit assuming that the
ideal diode ideal diode conducts ideal diode does not conduct

Case 1: Assuming the diode conducts and replacing it with a short circuit, we
work out the direction of the current. We find that the diode current runs from
the anode to the cathode. This is what we would expect if the diode was ON.

Case 2: Assuming the diode blocks and replacing it with an open circuit, we
work out the voltage drop across the diode. We find that the voltage of the
anode is higher than the cathode. This is contrary to what we would expect if
the diode was OFF.
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Ideal diode example 1

Determine which diodes are ON and which are OFF

+5V +10V
R R
+5V

€} _jov
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Ideal diode example 2

Problems 9.7 and 9.8

Determine whether the diode is conducting or not. Assume diode is ideal
Repeat for V; = 12V and Vg = 15V

Copyright & The MoGraw-Hill Companies, Inc. Permission required for reproduction or display.

510 — Vo + 10 Q2
WW <4 YWWy
+ -

V=12 v— — Vi=10V

.

Case 1: Assume diode is ON: Replace with short circuit and find diode current direction
Diode confirmed as ON if diode flows from anode to cathode

Case 2: Assume diode is OFF: Replace with open circuit and find voltage drop across diode
Diode confirmed as OFF if voltage drop from anode to cathode is negative
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Ideal diode example 2 solution

Case 1: Assume diode is ON - Replace diode with short circuit
Diode current (I5) = (10-12)/(5+10) = -2/15 A
—> Contrary to our assumption that the diode is ON

Copyright © The McGraw-Hill Companias, Inc. Fermission required for reproduction or display

5Q = 1 10 Q
Ww YWy

+ +

V=12 v— — V=10V

=l

Case 2: Assume diode is OFF = Replace diode with open circuit
Diode voltage drop (Vp) = 10-12 = -2V
—> Confirms our assumption that the diode is OFF

Copyright & The MeGraw-Hill Companies, Inc. Permission required for reproduction or display
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Ideal diode example 2 solution

Case 1: Assume diode is ON - Replace diode with short circuit
Diode current (I) = (15-12)/(5+10) = 0.2 A
—> Confirms our assumption that the diode is ON

Copyright © The McGraw-Hill Companias, Inc. Fermission required for reproduction or display

5Q = 1 10 Q
Ww YWy

+ +

Vool = — Ve =115V

=l

Case 2: Assume diode is OFF = Replace diode with open circuit
Diode voltage drop (Vp) = 15-12 = 3V
—> Contrary to our assumption that the diode is OFF
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Ideal diode model example 3
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Ve =10V

I Assume diode is OFF - Replace diode with open circuit
Diode voltage drop (Vp) = 3.5-10 = -6.5V
—> Confirms diode is OFF
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Ideal diode example 4

(i) Determine the state of all the diodes (D1 and D2).

(i1) For the diodes that are OFF, find the reverse bias voltages. For the
diodes that are ON, find the forward bias currents.

2k D2
< 4 possible combinations of the state
15V —— D1 2 1K of the two diodes. Only 1 of the 4
T 2.5V combinations is correct.

Attempt 1: Try D1 ON and D2 ON
= Replace D1 and D2 with short circuit and determine direction of diode current

I kO D2
s, 2k , = 2.5/1k = 2.5 mA
.11 o1 |, ' | = (4.5-2.5)/12k = 1 mA
4.5V—" . = 1kQ l,+1,=1g>1,=-1.5mA
T 2D
T
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Ideal diode example 4 solution

Y

Since Attempt 1 was a failure, we try another combination
Attempt 2: D1 OFF and D2 ON

= Replace D1 with open circuit (then find V,)

= Replace D2 with short circuit (then find 1,)

ls  2KkO D2 I now equals I,
M= V|+ _I, |, = 4.5/(2k+1k) = 1.5 mA
D1 Iy Confirmed as same direction
sv— Vv, 1kQ (
+.5V . —_||_—2.5V 2 1k expected of forward bias)

Next: Check the value of V,
V=15V

Vg, =15-25=-1V
(Confirmed as reverse bias)
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Offset diode model

Copynight@The McGraw-Hill Companies, Inc.
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——— Physical diode @)

Offset diode model

Yl o2 / (thick line) +

0.7V ——
» - -
0.7 2 -+ Vp, Vv O

o5 Of V, Is typically used to denote the offset voltage

+i I 'p= 0.7V Diode — 0.7V battery

0.7V T z v = 0.7V Diode — open circuit

Device Circuit models
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Offset model example 1

Determine the state of the diode assuming it has a turn on voltage (V,) of 0.7 V
and given that V, =5V, V3 =2V, R, =1 kQ, R, =500 Q.
What is the lowest value of V, for the diode to turn on?

Dy Work with assumption that diode is ON:
O—WWW—H— - Find the direction and value of I
By DV =R+, + Vg
" v, —— Ré v > lp=(5-27)/1k=2.3mA

- _ > Confirms that diode is ON
o &

Lowest value of V, for diode to be on:
For I, to be positive > V,> 2.7V
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Offset model example 2

Determine V,, in each of the following cases and the associated states of the
diodes. Assuming a 0.7 V drop across each forward-biased diode.

+5V
-5V
+5V
-5V

+5 Y
oy
10

) {c)
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Application of diodes: Rectifiers

One common application of diodes is rectification. In rectification,
an AC sinusoidal source is converted to a unidirectional output
which is further filtered and regulated to give a steady DC output.

nnnnnnnn

________ M:> Rectifier =—>| Filter |—>| Regulator
Bi-directional input / @

Unidirectional output Steady DC output

Next we apply the large signal models to analyze a rectifier
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Full-Wave Rectifier

Comprises 2 sets of diode pairs
Each pair conducts in turn on each half-cycle

Copyright®The McGraw-Hill Companias, Inc.
Permission required for reproduction or display.

- Direction

During the positive half-cycle of
owctonoraspiay. Vs (1), D1 and D3 are forward-biased
and i; = vs(r)/R; (ideal diodes).

30
25 a
O
> 20
o S | i
& 2 15
v vs (6) ~)
< 10 h
5
i
=
Ve AV 0l [# S . | b
0 001 002 0.03 0 001 002 003 During the negative half-cycle of
8 6,8 vs (), D> and D, are forward-biased
(a) (b) and i; = —vs(0)/R; (ideal diodes).
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Ripple filter

Anti-ripple filter is used to smoothen out the rectifier output

Copyright@The McGraw-Hill Companies, Inc. Pemmission required for reproduction or display.

Radian frequency
of source: o,

vac(?)

Charging
Volts |

| 170 Q -
O—AW—1 —O+
. |
Brlfigﬂ VR(T) ~—~4T0uF | v
rectifier : i
flr'\_ £ ! O -
' Antiripple filter

Load voltage v;,

/Dlscharglng Cutoff radian frequency o, = 1/RC << o,

Unfiltered
rectifier
output v(t)
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Summary

1) Free carriers are required for conduction

2) Positively and negatively charged free carriers can

ne engineered In semiconductors

3) Diode is a nonlinear device that we can model as an
approximation as either conducting or blocking
using large signal models

4) Large signal diode models an approximation
» ldeal: Diode conducts with OV offset across diode

» Offset: Conduction results in a small offset voltage
5) Rectifiers are one application of diodes
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