EE3101 Tutorial 6 Solutions

(1) (a) Given: f]_— f2: 1/Tb; i.e. W] — = 27’[/Tb
Takes o = (0)1+0)2)/2, we have W, =, +7T/Tb; W, =0, _7T/Tb

2 at
ie. forbinary 1:  S;(t) = E, /T— cos(aw,t + T_)
b

b

2 P
for binary 0:  s,(t)=E | = cos(w,t — =)
T, T

b

> s(t)=E \/Tz cos(a,t J_rTﬁ) where + and — are for binary 1 and O respectively
b

b

(b) The transmitted signal for CFSK can be represented as:
E \/T:[cos(a)ct)cos(iT—)—sm(a)ct)sm(J_rT—)] where+ and — represent 'l and '0' respectively
b b b

.. 1 1 1
The psd of cos(=) is: =[o(f ——)+5(f +—
psd of cos() is: [6(f ) +3(1 + 5]

2
The psd of isin(ﬂ) is 4} COSZ (Zﬂ-*’ fz
T, (4T -1

The overall psd at the modulator output is:
E? 1 1 1 1
S(f)=—1[6(f-f,.—)+6(f+f,——)+ o(f - f,.+—)+o(f +f, +—
(f) 8T, [ o(f -1 2Tb) (f+ 1 2Tb) (f-f; 2Tb) (f+ 1, 2Tb)]
L 2B cos’[# T, (f - fc)]+2E2cosz[7rTb (f + )l
AT - 1) -1 AT (f+f)° -1

The overall baseband equivalent psd is:

2 2
[ o(f —L)+ 5(f+i)]+8E cos (’szb fz)
2T, 2T, Z2(4T2£2 -1)

E2
2T,

S(f)=

{Note: In a lot of applications, baseband equivalent psd is used because it may be quite tedious
to express the psd in the passband. }

Additional Notes:
The psd of sin(2af t) or cos(24f t)is %[5(f —f)+o(f+ 1)l

=>» The psd of sin(xt) or cos(xt) is %[ﬁ(f —X127)+o(f +x/27x)]



(2) For the MSK signal, the transmitted signal is represented as:
2 ﬂt N . 7Zt " 1 H
E\/;[J_rcos(a)ct)cos(F)+sm(a)ct)sm(F)] where - and + represent ‘I and '0' respectively
b b

The I-channelis:  +E \/TZ cos(w,t) cos(ﬁ) for -T, <t<T,

b

The Q-channelis: . \/Z sin(o t)sin(-)  for 0<t < 2T,
T 2T,
2E? 4(2T,)cos’*[x(2T,) f]
2T, 7°[4(2T,) 2 -1
16E° cos? (24T, f)
7?(16T,° 2 —1)?

The baseband equivalent psd of the | or Q channel is:

i.e the overall baseband equivalent psd of MSK modulation is thus:
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Data Signals,” IEEE Commun. Mag., vol. 18, no. 6, Nov, 1980, Fig. 2A, p. 16.
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3 —
@) @S(;)=0
(b) Since both denominator and numerator approach to zero when f =%, we apply
b
L'Hospital's Rule here

_ 16E? 2 cos(2nTyf)[ — sin(nT,f)12nT,  —E?sin(4nT,f)
fear; w2 2(16T2f2 — 1)32T2f ~ 2nT,(16TZf3 — f)

The denominator and numerator still approach to zero, apply L'Hospital's Rule again,

—E?cos(4nT,f)4nT,  2E*cos(4nTypf)

S = =—
) |f=ﬁ 21T, (48TZf% — 1) 48TZf% —1
2
The maximum psd occurs at f = 0, S(0) = 125
2
ie. S (ﬁ) is 1552 = 0.6168 of the maximum value, or 2.1 dB below the maximum value.
b 7z

(4) No, itisn’t.
It is because the shape of the waveforms is different, so it is very unlikely that they have the
same psd.

(5) % = exp[~2(woBT,)?]
2 = exp[(2moBT,)?]
= BTb _ J$10ge2
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