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R = 1A—;[(1) (=1) + (~1)(-2) + (~2)0+0(2) + 2(~1) + (~1)0 + Q)L+ ()0 + 0(=2) + (~2)(1) +1(0) + O(L)] = —31—’;2

(1) R, =

R, = 1A;[1(—2) +(=1)0+ (=2)2+0(=1) + (2)0 + (1)L + (0)0 + (1)(~2) + O(L) + (~2)0 +1(1)] = —81’;2

(2) Ran = 2[(24) + (4)* + (—A) + (—24)2] =& n=01,2..
_ A2

Ryns1 = %[(ZA)(A) + (A)(—A) + (mA)(—24) + (—24)(24)] = 7 "= 0,12,..

Ransy = %[(2;1)(—,4) + (A)(=24) + (=A)(24) + (=24)(A)] = =242 n=0,1,2, ..
1 — A2
Ranss = 7 [24)(=24) + (H)@24) + (=@ + (-2)(-A)] = —— n=012,..

R, =R_,



(3) Method 1

Consider the construction of P(w) --- “1” and “0” are represented by discrete impulses with
amplitude A and —A respectively.

P(w) will be the same as that in the section 1.2.2 of the lecture notes, i.e. P(w) = A%/T.

Consider the construction of H(w) --- for each + impulse input, there will be a positive
rectangular pulse (with the same amplitude as impulse and width T/2) followed by a negative

rectangular pulse (with the same amplitude as impulse and width T/2), as shown in the following
(similarly for the negative impulse input):

« T2 > « T2 >

« > t

H(w) is thus equal to exp (—jwT/4) [ T/2 Sa(wT/4)] + exp (—jw3T/4) [ -T/2 Sa(wT/4)]
{ anormal T/2 Sa(wT/4) function plus a negative function with an additional T/2 delay }

H(w) = T/2 Sa(0T/4) exp (-joT/4) {1 —exp (-joT/2) }

| H(®) [> = H(w)H (o) *: complex conjugate

:(T/2)2 Saz(coT/4) [exp(—joT/4)][exp (+joT/4) J[1 —exp (—joT/2)][1 — exp (joT/2)]

| H(o) | =(T/2)? Sa’(0T/4)[2 — exp (joT/2) — exp (joT/2)]

| H(w) [> =(T/2)? Sa* (o T/4)[2 — 2cos(wT/2)]
| H(w) [ =T? Sa* (0 T/4){[1 —cos(wT/2)]/2}= T? Sa*(wT/4)sin’(wT/4)

ie. S(w)=|H) | P(w) = A’ T Sa*(0T/4) sin*(wT/4)

Method 2

Consider the construction of P(w) --- binary “1” corresponds to two discrete impulses with
amplitude A and —A and with T/2 separation, as shown in the following:
AT <TR2> | A
“1” | “0” |
A A
similarly, each binary “0” corresponds to two discrete impulses with amplitude —A and A and
with T/2 separation.

Ro= (A)(A)1/4 + (A)( —A)1/4+ (~A)( —A)1/4+ (A)(A)L/4= A2
Ri= (A)(—A)L/4 + (“A)[A2+(-A)2]/4+ (—A)A/4+ (A)[( —A)2+A/2]/4= —A%2

I | I |
a b c d

where a & b are the 1 and 2™ terms of binary “1” resp.
c & dare the 1% and 2" terms of binary “0” resp.



Hint:

In order to give you a better understanding on R1 calculation, you can consider the
construction of P(w) --- binary “1” corresponds to two discrete impulses with amplitude p and —
g and with T/2 separation, and binary “0” corresponds to two discrete impulses with amplitude —
r and s and with T/2 separation. as shown in the following:

p|€T2D> €T |s
ll111 | “O” |
| |
|-q |-r

Ry = (p)(—0q)1/4 + (=q)[p/2+(-1)/2]/4+ (~r)s/4+ (S)[( —r)/2+p/2]/4= —A%I2

[Note: p=g=r=s=A]

Rr =0 for |r| = 0, 1 (pls verify it yourself), and with the similar technique as the example in
section 1.2.4 of the lecture notes,
P(w) = 4 A’T sin(0T/4)

Consider the construction of H(w) --- it is the same as that in examples 1.2.3. and 1.2.4 ---
H(w) = T/2 Sa(wT/4)

ie. S(w)=|H(o) | P(w) = A>T Sa’(@T/4) sin’(aT/4)



