EE3101 Tutorial 4 Solution
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(a) The average signal level for binary “1” at the integrator O/P (t=Ty) is:
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J' B ﬂ dt = %t_ b
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BATb :
== {Note: the average value of the noise component = 0}
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The threshold is at 0, the distance between the mean signal level to threshold is
Ty 2
The noise power at the integrator O/P is % .[ B2dt =@
0

The average prob of bit error is:
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In section (8) of the chapter 1 supplement materials, we have E, = ATy

e Py = Qo]

(b) If B is a non-zero constant, then it is not an optimum receiver. According to Section 1.6 of the
lecture notes, the optimum reference signal should equal to the received signal s(t), or k s(t)
where k is a non-zero constant and s(t) is the received signal. The received signals are not the
rectangular waveform here, so the reference signal shouldn’t be a constant.

©) wvt)y=— for 0<t<T, { herewe choosek=1}
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Ht)=0 for other t values

The average signal level for binary “1” at the integrator O/P (t=Ty) is:
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Similarly, the average signal level for binary “0” at the integrator O/P is — A3Tb (i.e. —=Ep)
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The threshold is at O, the distance between the mean signal level to threshold is
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The noise power at the integrator O/P is &j(ﬂ)zdt = NoAT,
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The average prob of bit error is:

P, = QLy/(AT, 13 I(N,ATT, /6)] %+Q[\/(A2Tb 13)7 I(N, AT, /6)]%
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From Section 1.7.1 and 1.7.2 of the lecture notes and tutorial questions (2), (3) and (4), it shows
that if the receiver is optimum, the probability of error P, of an Unipolar NRZ and NRZ-L signals

are Q( }%) and Q( /%) respectively.
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